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28 PERFORATOR-TRANSMITTER-BASE 
REQUIREMENTS AND ADJUSTMENTS 


1, GENERAL 
1.001 This addendum supplements Section P34.660, Issue 2. 


1,002 This addendum is issued to revise requirements on the 
manual and power-drive backspace mechanisms, to add 
requirements for auxiliary contacts, letters and figures contacts, 
and transmitting code-reading contacts, and to add reference to 
another associated Bell System Practice. 


2, REQUIREMENTS AND ADJUSTMENTS 
The following changes apply to Part 2 of the section: 
(a) 217.1, 2.17.2, 2.17.3—added 
(b) 2.64—revised 
(c) 2.64.1—added 
(d) 2.65, 2,66, and 2.68—revised 
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2.17.2 Letters and Fleures Contacts 


LETTERS O8 FIGURES CONTACT ASSEMBLY 


RIGHT HAND CONTACT POINTS 


‘CLUTCH DISENGAGED AND LATCHED. ANY 
EYLEVER OTHER THAN LETTERS OR FIGURES 
DERRESSED. RIGHT CONTACT GAP 
maine. 0,019 INCH 
MAX, 0.018 INCH 
Check BOTH LETTERS O& FIOURES CONTACTS. 

ro AD.UST 
POSITION CONTACT ASSEMBLY WITH 11S 
BRACKET MOUNTING SCHEWS LOOSENED, 


MOUNTING SCREWS 


LeTTERs-HGUEES CON 
HEOUREMENT 
CLUTCH DISENG AGED AND LATCHED.THEN ANY, 
EVLEVER OTHER THAN LETTERS Of FIGURES OF 


1 smc. 


maesst0 
MIN. 421/2 OZ. 
Max, 5-1/2 O25: 
TO SEPARATE LEFT MAND CONTACT POINTS 


To ADUsT 
INO LEFT CONTACT SPRING, CHECK BOTH 
CONTACT ASSEMBLIES. 


LEFT SIO CON 


ABEL HAND CONTACT (APPLIES TO BOTH LETTERS AND FIGURES 
CONTACT ASSEMBLY) 
Requaement 
‘CLUTCH DISENGAGED AND LATCHED, THEN LETTERS OR 
FIGURES KEVLEVER DEPRESSED, LEFT HAND CONTACT 
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CODE READING contacts 
Gy Weaunement 
CLUTCH DISENGAGED AND LATCHED. CLEARANCE 
HEWTEEN LEFT StOE CONTACY POINTS 
MIN, 0.090 INCH 
MAX, 0.035 INCH 
(2) maunewent 
CLEARANCE BETWEEN THE LOWER SURFACE OF 
RELLCRANE AND THE CODE BAR 
MIN, 0.000 INCH 
MAX, 0,070 INCH 
(9) eaumément 
LOWER SURFACE OF set 
PARALLEL TO THE CODE 
1 ADIUST 
POSITION THE MOUNTING HACKETT 15 
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2.64 Single-magnet Nontyping Reperforator: Where a non 
typing reperforator of this design is part of a 
perforator-transmitter-base, the adjustment requirements speci- 
fied for the reperforator in the section entitled 28 Nontyping 
Reperforator and Base, Requirements and Adjustments should 
be applied. 


2.64.1 Multimagnet Nontyping Reperforator: Where a non 
typing reperforator of this design is part of a 28 perfor 
ator-transmitter-base, the adjustment requirements specified in 
the section entitled 28 Multimagnet Nontyping Reperforator 
Requirements and Adjustments should be applied 
2.65 Typing Reperforator: Where a typing reperforator is 
part of a 28 perforator-transmitter-base, the adjustment 
requirements specified in the section entitled 28 Typing Reper- 
forator, Requirements and Adjustments should be applied. 
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‘Witt ROTATIONAL FLAY IN RAKE TAKEN UP TO LEFT, 
TOTTOM SURFACE OF MAKE TEETH SHOULD BE 
SAME VERTICAL PLANE AS.LEFT SIDE OF PUNCH 
§OCK OR SLIGHTLY TO THE RIGHT, 
TOAoMsT 
TMMOVE TWO MOUNTING SCREWS FROM RUAE PLATE. 
POSTION taxt DUFT OUAE We RELATION 
TO. GUAR SGMENT, REPLACE MOUNTING SCREWS. 
@ wouenant 
"WITM BELLCRANK SPRING UNMOOKED AND HAKE IN 
‘OPRATIO POSITION, CLEARANCE BETWEEN KOTTOM 
Gp MAKE TEETH AND LOWER SURFACE OF TAPE SLOT 
BBE SSR INCH rec ar No.1 4 SPAS, 
ADAISTING MATE MAK, 011 INCH y 
ToADsusT 
MOUNTING SCREW LOOSEN THREE MOUNTING ScaEWS 
Ano ECCENTRIC MOUNTING SCRE 
UNTIL FICTION TIGHT. POSITION FRONT 
‘AND MAR PLATLS, WT RELL CRANK. 
ANOLE RARLY. BirHES3tO, UNTIL UT EDGES 
‘FELD PAWL” OF ROTH MATES ARE APPROXIMATELY IN LINE 
WITH VERTICAL RANE OF PUNCH SLOCK AND 
‘CLEARAMCE MEETS THC REQUIREMENT. TIGHTEN 
MOUNTING SCREWS AND HEPLACE HELL CRANK 
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THiS ADJUSTMENT 1S MADE AT FACTORY AND SOUS NOT HE OISTUAMO UNLESS A 
ASSEMBLY OF THE UNIT 5 UNDUITARIN, f RACLSLARY TO MAKE Tris ADMATMENE, 
THE PUNCH UNIT SHOUD HC ROMOVED. Stk OMASSEOMNY AND MEASSENLY. AEDARE 
PUNGh Uni POSITION ADJUST ME nT 


FOULFACE AM EXTENSION 


ROTATE ECCENTU with MOUNTING 
NUD LOOSENED. KELP HIGH PART OF 
Recentane 10 Ur. 


3. ASSOCIATED BELL SYSTEM PRACTICES 
The following change applies to Part 3 of this section: 
(a) 3.01—revised 
3.01 (Add the following Bell System Practice.) 


Subject Section 
28 Multimagnet Nontyping Reperforator, 
Requirements and Adjustments P34.662 
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